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clearly stated so that the amount may be readily computed from the in-
formation appearing on the bill.
Each bill subject to discount for prompt payment shall bear upon its
face the date when the bill was mailed, or left at the premises of the con-
sumer, or the latest date on which it may be paid without loss of discount
or incurring of penalty. ()Filed, secretary state's office-November 8, 1937.)
METERS, METER TESTS AND RECORDS
Rule 12. Location. (a) No consumer's meter shall be installed in any
location where it may be unreasonably exposed to heat, cold, dampness or
other cause of damage, or in any unduly, dirty or inaccessible location.
(b) Meters should not be placed in coal or wood bins or on partitions
forming such bins, or on any unstable supports subject to vibration.
(c) Meters should be easily accessible for reading, testing and making
necessary adjustments and repairs. When several meters are placed on
one meter board the distance between centers should not be less than 15
inches, and each "house" loop should be tagged or marked to indicate the
circuit metered.
(d) Each customer shall provide a suitable and convenient place for
the location of meters, where they will be readily accessible at any rea-
sonable hour for the purpose of reading, testing, repairing, etc., and such
other appliances owned by the utility and placed on the premises of the
consumers shall be so placed as to be readily accessible at such times as
are necessary, and the authorized agent of the utility shall have authority to
visit such meters and appurtenances at such times as are necessary in the
conduct of the business of the utility. (Filed, secretary state's office-
November 8, 1937.)
Rule 13. Testing Facilities. (a) Each utility furnishing metered elec-
tric service shall, unless specifically excused by the Commission, provide
and have available such meter laboratory, standard meters, instruments
and facilities as may be necessary to make the tests required by these rules,
together with such portable indicating electrical testing instruments, watt
hour meters and facilities of suitable type and range for testing service
watt hour meters, voltmeters and other electrical equipment, used in its
operations, as may be deemed necessary and satisfactory to the Com-
mission.
(b) All portable indicating electrical testing instruments such as volt-
meters, ammeters and watt meters, when in regular use for testing pur-
poses, shall be checked against suitable reference standards periodically,
and with such frequency as to insure their accuracy whenever used in
testing service meters of the utility. (Filed, secretary state's office-Novem-
ber 8, 1937.)
Rule 14. Method of Determining Average Error of Meters. The
average error of a service watt hour meter shall be determined as fol-
lows: The error at light load-here defined as approximately 10%o of the
rated capacity of the meter-shall be determined by taking the average
of at least two errors, determined from as many separate tests on the same
light load, which errors must agree within one-half per cent. (1/2%).


